
UNIFLOOR offers the perfect subfloor solution
for every type of underfloor heating/cooling
system in new construction and renovation.

UNDERFLOOR HEATING

UNIFLOOR - PROVIDES THE PERFECT 
SOLUTION FOR A SMOOTH SUBFLOOR OVER

Heat-Pak®



Unifloor, the expert in underlays

HOT-WATER UNDERFLOOR HEATING

HEAT-PAK® with HEAT-FOIL®

STAY WARM WITH UNIFLOOR

Underfloor heating is the new trend for heating your home.  
We distinguish two types of underfloor heating: hot water and electric. 

HOT WATER
A hot water underfloor heating system is often connected to the central heating boiler or other heat source. 
The hot water then circulates through the underfloor heating pipes laid in the floor.

ELECTRIC HEATING
An electricity-based underfloor heating system consists of an insulating underlay with an underfloor  
heating mat in foil or wire form on top.

Unifloor offers various solutions for both systems. Due to our wide range of underlays Unifloor can  
offer a suitable solution over underfloor heating systems to provide the perfect subfloor for such as  
marmoleum, PVC, vinyl, click PVC, click laminate and parquet, a solution.  

•	Perfectly levelling

•	Very stable

•	Impact sound reduction

•	Low thermal resistance

•	Recyclable and durable

•	Time-saving
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This dry levelling system provides a perfectly flat and stable subfloor for 
direct gluing of PVC, vinyl or marmoleum. The Heat-Pak® underlay system 
provides a stable base. The Heat-Foil® serves as decoupling and also has a 
noise-reducing function. The combination has a low thermal resistance and 
achieves an impact sound reduction in combination with marmoleum or 
PVC of 21 dB ΔLw. Heat-Pak® is made of from FSC-certified MDF and coated 
with a water-based adhesive.
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Floor heating

Structural floor
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HEAT-FOIL®

• Stable underlay

• Impact sound reducing

• Moisture-resistant underlay

• Low walking noise

• Very low thermal resistance

• Recyclable and sustainable

Scan for product
information

This ultra-thin underlay has a super low thermal resistance, is very stable  
and is also a moisture barrier to protect your laminate. The underlay is  
ideal for click laminate and parquet floors. In combination with click laminate 
or parquet flooring, Heat-Foil® achieves an impact sound reduction of  
21 dB ΔLw. 

REDFLOOR®

• Very stable underlay

• Impact sound reducing

• Low walking noise

• Low thermal resistance

• Recyclable and sustainable

• Especially for click PVC

• Minimal thickness, only 1.0 mm

• �Impact sound reduction  
21 dBΔLw (with LVT click)
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Especially for click PVC, Unifloor has developed the RedFloor® underlay.  
This special foam is resistant to high temperatures and also has a very low 
thermal resistance. The underlay is super stable and has a CS value of over 
400 kPa. It thus meets the highest requirement according to MMFA.  
In combination with click PVC, RedFloor® achieves an impact sound  
reduction of 21dB ΔLw. 
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ELECTRIC UNDERFLOOR HEATING

E-mail info@unifloor.nl
www.unifloor-underlay.com

Unifloor B.V.
Arnsbergstraat 4
NL-7418 EZ Deventer, The Netherlands
Tel. +31 (0) 570 - 85 55 33

HEAT-PAK® with HEAT-BLOK®

UNIFLOOR, THE RIGHT CHOICE:

•	 As much as 21 dB ΔLw impact sound reduction
•	 Very fast installation
•	 No drying time
•	 Stick Floorcoverings Direct
•	 Dust-free
•	 Dry levelling system: a level and stable subfloor!
•	 Applicable on any substrate: wooden screed or sand cement floor
•	 Low heat resistance (R value)

•	Smooth Subfloor

•	Stable underlay system

•	Impact sound reduction

•	Low thermal resistance

•	Recyclable and sustainable

•	Heat-insulating underlay
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With electric underfloor heating, a properly insulating underlay should 
always be used. Heat-Blok® 6 mm in combination with Heat-Pak® is the 
solution for this. Heat-Blok® 6 mm is the insulator and is laid on the floor.  
The underfloor heating mat can simply be rolled out onto the Heat-Blok®. 
Heat-Pak® is applied to the underfloor heating mat where PVC, marmoleum 
or vinyl can be glued directly. This combination achieves an impact sound 
reduction with PVC  
or marmoleum of 21 dB ΔLw. 

When using underfloor heating mats with thicker connectors  
(min. 6 mm), we recommend Heat-Blok® 8 mm.
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