
Jumpax® Basic consists of a base and top layer with 

interactive adhesive. Depending on the application, 

Jumpax® Basic is always combined with a floating 

underlayment. This dry leveling system provides a perfect, 

smooth surface for PVC planks, linoleum, vinyl, and 

carpet, but is also suitable for a wide variety of other floor 

coverings. 

 

Using Jumpax® Basic translates into significant time 

and cost savings, as it allows you to quickly transform 

any old subfloor into an ultra-smooth, level surface. The 

need for cumbersome and time-consuming liquid leveling 

compounds is eliminated, and the risk of old leveling layers 

peeling off is removed. 

Jumpax® Basic, when paired with Heat-Foil and/or Heat-

Blok and various floor coverings, achieves a contact sound 

reduction of at least 10 dB ΔLlin. 

 

Note: On wooden subfloors, the sound reduction may vary. 

On floating screed systems, the sound reduction of the 

floor covering depends on the contact sound reduction of 

the existing screed system.
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As an FSC®-certified company, Unifloor B.V. places great importance on ensuring that 
all wood-based materials are sourced from responsibly managed forests. That’s why 
we exclusively partner with FSC-certified manufacturers for our raw materials.
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PACK CONTENTS

Scan the QR code 
for more info about   
Jumpax® Basic!

Visit www.unifloor-usa.com for  
the most up-to-date information.

PACKAGING
Installation instructions included
Pallet contents 	� 48 packs / 1487,76 ft²
Pallet size (lxwxh)	 �47.24’’x47.24’’x33.47’’
Pallet weight 	 1686,54 lbs

• 4 base- and 4 top boards

• 47.244’’ x 23.622’ ’ 

• 31 ft²

• Thickness 0.276’’

TECHNICAL DATA
Article number	 136.400
Thickness/tolerance	 0.276’’ / ± 0.008’’
Size	 23.62’’ x 47.24’’
Raw material(s) combinations	 MDF/Polystyrene alufilm
Colour	 Natural/silver
	
Weight per package (lbs)	 34.17
Humidity (%)	 4-10
Swelling after 24 hours in water, max (%)	 < 40
	
Fire class
(according to EN13501: 2007)	

Nude test	 Dfl-s1

	
Compressive strength (kPa)
(according to EN 826 with 0.5 mm imprint)	 1000

Load test	
(according to DIN-EN-1991-1-1)	 Class E1, E2 and E3
	
Sound insulation based on Rw = 53 dB	
(according to ISO 717-1-2013)	

Nude test	� Rw = 55 dB  
(+ 2 dB reduction)

	
Impact sound reduction on concrete floor	
(according to ISO 10140-3 2010)	

in combination with Heat-Foil and LVT	 21 dB ΔLw  
in combination with Heat-Blok and LVT	 21 dB ΔLw  
in combination with Heat-Foil and linoleum	 21 dB ΔLw  
in combination with Heat-blok and linoleum	 21 dB ΔLw
	
Impact sound reduction on wooden floor 	
(according to ISO 10140-3 2010 base from 64 dB)	

Nude test	 12 dB ΔLn 
	
VOC (Volatile Organic Compounds) 	 Class A
Formaldehyde degree	 E-1 
FSC certificied	 FSC C154437
EPD certificied	 EPD-Unifloor-257-EN

APPLICATION
Levelling and stabilising underlay system for LVT, carpet, linoleum, vinyl and many 
other floor coverings.

PRODUCT SPECIFICATIONSPRODUCT SPECIFICATIONS

@2025 Unifloor B.V. All rights reserved.

Derek Kellermann

Country manager 

770 722 1680

Unifloor U.S.A.

1500 Donn Drive

Cartersville, GA 30120
info@unifloor-usa.com

www.unifloor-usa.com


