
 
  

• �High imprint resistance

• �High imprint resistance• Provides perfect stability

• Provides perfect stability• Superb levelling abilities

• Superb levelling abilities• 100% natural product

• 100% natural product• Most easy to install

• Most easy to install• �Impact sound reduction 21 dB ΔL

• �Impact sound reduction 21 dB ΔL
ww  

• TOG - 1.0
• TOG - 1.0

Acoustic, fast-track subfloor 
prep system, for cushion  
vinyl and LVT click

For us at Unifloor, the use of FSC® certified wood is very important. Environmentally and social 
appropriate use of the forest means that the forest’s productivity, biodiversity and ecological processes 
are maintained while harvesting the wood. By using FSC wood, we are helping to promote responsible 
forest management. Therefore Unifloor solely uses raw materials from FSC certified sources.

Marathon SuperMarathon Super®® is a revolutionary acoustic underlay  is a revolutionary acoustic underlay 

system, specifically designed for the use in combination system, specifically designed for the use in combination 

with floating cushion vinyl. A sound reducing underlay with floating cushion vinyl. A sound reducing underlay 

with exceptional levelling and stabilising properties.with exceptional levelling and stabilising properties.

Marathon SuperMarathon Super®® is composed out of a hard top side and a is composed out of a hard top side and a

soft lower side, which levels out every substrate up to 2 mm soft lower side, which levels out every substrate up to 2 mm 

and therewith contributing to perfect aesthetics of your and therewith contributing to perfect aesthetics of your 

vinyl floor. The hard topside provides also high resistance vinyl floor. The hard topside provides also high resistance 

against imprints from furniture and other sharp objects. against imprints from furniture and other sharp objects. 

Marathon SuperMarathon Super®® has extensively been tested by indepen- has extensively been tested by indepen-

dent, internationally recognized and accredited institutes dent, internationally recognized and accredited institutes 

and meets the requirements of the Building Regulations. and meets the requirements of the Building Regulations. 

Marathon SuperMarathon Super®® reduces impact sound transmission by  reduces impact sound transmission by 

more than 21 dB ΔLmore than 21 dB ΔLww in accordance to the European norm  in accordance to the European norm 

ISO 10140-3 2010.* Therefore Marathon SuperISO 10140-3 2010.* Therefore Marathon Super®® is comple- is comple-

tely suitable to be implemented in multi storey buildings, tely suitable to be implemented in multi storey buildings, 

such as apartments where the acoustic requirements have such as apartments where the acoustic requirements have 

to be met. A quick and simple floating installation makes to be met. A quick and simple floating installation makes 

Marathon SuperMarathon Super®® most user friendly.  most user friendly. 

A polythene sheet should be used under this product as a A polythene sheet should be used under this product as a 

moisture barrier.moisture barrier.

* �In a floating screed situation, the noise reduction of the composed top  * �In a floating screed situation, the noise reduction of the composed top  
floor always depends on the impact noise reduction of floating screed floor always depends on the impact noise reduction of floating screed 
system in place.system in place.
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TECHNICAL DATA
Article number	 132.400
Thickness/tolerance (mm)	 7 / ± 0.1
Size (cm)/tolerance (mm)	 560 x 790 / ± 1
Raw material(s) combinations	�� MDF/XPS 
Colour	 Natural/green
	
Weight per m² (kg)	 2.5
Weight per package (kg)	 13.2
Density (kg/m³)	 360
Humidity (%)	 7-10
Swelling after 24 hours in water, max (%)	 < 45
	
Fire class
(according to EN13501: 2007)	

Nude test	 Efl-s1
	
Thermal resistance R value (m².K/W)	 0.15
(according to ISO 8302:1991 and EN 12667:2001)	
TOG	 1.5
	
Bending strength (kg/cm²)  	 > 40
(according to EN 310)	

Compressive strength (kPa)	
(according to EN 826 with 0.5 mm imprint)	 336
	
Impact sound reduction on concrete floor	
(according to ISO 10140-3 2010)	

in combination with cushion vinyl 3 mm	 21 dB ΔLw  

in combination with LVT click 4 mm	 21 dB ΔLw  

	
Formaldehyde degree	 E-1 
FSC certificied	 FSC C154437 
EPLF norm	� Meets minimum  

EPLF standard
MMFA norm	� Meets minimum  

MMFA standard

APPLICATION
An acoustic, fast-track subfloor preparation system, for floating cushion
vinyl and LVT click.

12
PACK CONTENTS

Scan the QR code 
for more info 
about   
Marathon Super®

Visit www.unifloor-underlay.com for  
the most up-to-date information.

PACKAGING
Installation instructions present
Pallet contents 	 24 packs / 127.44 m2

Pallet size (lxwxh)	� 1130 x 800 x 1080 mm
Pallet weight 	 342 kg

• 12 Panels
• 560 x 790 mm
• 5.31 m2

Thickness 7 mm
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PRODUCT SPECIFICATIONSPRODUCT SPECIFICATIONS

Tel.  +31 (0) 570 - 85 55 33 

E-mail	 info@unifloor.nl

www.unifloor-underlay.com


